
  

FEED PUMP ASSEMBLY  

  PN: CD-FPH-1325G-KIT 

  

Specifications and Options  

  

This assembly is a convenient way to supply water to the main pump of the unit. being in the remote area you are not 

dependent on outside infrastructure.  

Each CaviBlaster unit is meticulously designed with an internal configuration of the gun’s barrel / nozzle that is 

unique to the unit it is paired with.  

 

Assembly Dimensions 

Hose Material  PVC SS wire reinforced 

Feed pump  Johnson Pump SPX FLOW 

Pump model  2200 GPH 12V  

Lift Wire Type 5Ft / 1,5 m 
Marine cable MCB12-2 

Hose Diameter OD  1.3” / 33mm 

Hose Diameter ID  1” / 25mm 

Connect to Unit  1" Camlock Socket  

Weight per/meter  1.19Lbs / 0.54Kg  

Pressure 72 psi / 5 Bar 

Hose Length  15Lft / 5m 

Lift 5Lft / 1.5m 

12V connector  Seachoice 10161 

Type    Watertight Fitting 3 Amps / 12V 
 

 

Configurable to  

1222-E  1222-G  

1228-E  1228-G  

1325-D  1325-G  
 

 

  

* Pricing and specifications subject to change without notice  
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